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packetizer specifications, 11‑3

PAD

applications, 11‑5

recall character, 11‑15

standards, 11‑14

PAD Clear Messages, 11‑86

PAD Commands

Interface ‑ Mode, 11‑5

X.28 call(?), 11‑25, 11‑27

X.28 clear, 11‑25, 11‑28

X.28 clr, 11‑25

X.28 help/?, 11‑25, 11‑27

X.28 iclr, 11‑25, 11‑32

X.28 nui, 11‑34

X.28 par(?), 11‑25, 11‑31

X.28 prof(?), 11‑25, 11‑29

X.28 profile, 11‑29

X.28 reset, 11‑25, 11‑28

X.28 rpar(?), 11‑25, 11‑33

X.28 rset(?), 11‑26, 11‑33

X.28 set(?), 11‑25, 11‑32

X.28 status, 11‑25, 11‑30

PAD Configuration, 11‑47

PAD Interface Signals, 11‑6

PAD Parameter Descriptions, 11‑15

PAD Reset Cause Codes, 11‑90

PAD Service Signals, 11‑26

Padding

after carriage return, 11‑19

after line feed, 11‑20

Page Wait, 11‑23

Parameter Overview, frame relay, 6‑6

Parameters Command Menu, 8‑47, 9‑10

Parameters for Other Services, 8‑29

Parity command, 6‑20

Parity, 11‑23

Password, Recovering from Lost, 4‑3

Passwords, 4‑2, 4‑3

Pause Time command, 6‑20

PBX Integration, 10‑9

PBX, 10‑3

Peer Address Command, 7‑26

Performance Parameters, 8‑26

Performing the Upgrade to Voice Capability, 10‑38

Permanent Virtual Circuit, 3‑10, 3‑12, 8‑21, 8‑31

See also PVC, 11‑45

adding or editing, 8‑31

deleting, 8‑32

Phantom Power Command, 9‑12

Phone Number Command, 10‑58

Phone Numbers as Addresses, 10‑25

Physical Command Menu, 6‑13, 8‑12

Physical Port Statistics, 5‑8, 10‑70

PID Modify Command, 8‑29

Piggybacking of Data Packets, Configuring, 8‑26

Ping Command, 7‑22

Polarity, Changing, 2‑25

Port Activation Command, 10‑77

Port Configuration, 10‑47

Port Parameters Ranges & Default Settings, 10‑43

Port Summary, 2‑3

Power LED, 1‑7

PPP Configuration, 7‑14

PPP Link Configuration, 7‑14

PPP Link to an IP Link, 7‑19

PPP Link, Creating a New, 7‑14

PPP Port Driver Configuration (PDR), 7‑15

PPP Software Compression, 7‑17

PPP Trunk Module, 3‑9

Prioritizing Voice Traffic over Data Traffi, 10‑13

Priority Level, Alarms, 11‑51

Priority Queue Frames, 5‑11

Profiles Command Menu, 11‑70

Profiles

mnemonics, 11‑29

standard, 11‑23

Prompt Command, 4‑16

Prompt, Displaying Root Menu Level, 4‑16

Proxy ARP Command, 7‑28

Proxy ARP, 7‑28

Public Network Access, 10‑7

PVC, 11‑1

reset messages, 11‑89

reset options, 11‑45

See also Permanent Virtual Circuit

PVC Configuration Command Menu, 11‑79

Q

Queue Depth Command Menu, 6‑15

Quit Command, 4‑7

R

Rebooting the Node, 5‑1

Rebuilding the Translated Address, 10‑30

Receive Gain Command, 10‑52

Redial Pause, Setting, 7‑17

Region ID, 4‑17, 6‑43, 6‑46, 8‑31, 42

Region ID, Configuring, 4‑17, 6‑43, 6‑46

RELEASE Packet, 10‑23

Releases, 10‑76

Reload Command, 6‑9

Remote PAD, 11‑5

sample sessions, 11‑43

placing a call, 11‑8

Rename Command, 4‑27

Required Hardware Components, 10‑37

Required Software Components, 10‑37

Reset

cause codes, 11‑90, 11‑91

messages, 11‑88

Reset Timer, Configuring, 8‑33

Restart Timer, Configuring, 8‑33

Restoring backed up files, 4‑28

Restricted Response Fast Select, 11‑35

Retries Command, 6‑20

Reverse Charging Acceptance, Configuring, 8‑26, 11‑78

Reverse Charging Permittance, Configuring, 8‑27, 11‑78

Reverse Charging, 8‑26, 11‑35, 11‑78

Ring Frequency Command, 10‑53

Ring Pattern Command, 10‑53

Ring Timers, 10‑57

RIP Mode Command, 7‑26

Root Command Menu, 4‑14

Route Activation, 10‑77

Route Type Command, 7‑26

Router Configuration, 7‑3

Router WAN connection, configuring, 7‑4

Router WAN Interface, 7‑21

Router WAN Interface, Software Requirements, 7‑21

Router‑Router Link Connection, Configuring, 7‑5

Routes Chosen, 10‑76

Routes Menu

add static, 7‑29

delete static, 7‑29

show, 7‑30

Routing Applications, 7‑2

Routing Command, 7‑28

Routing Menu, 10‑64

Routing Module, 7‑21

Routing Package, X.25, 8‑1

Routing Protocol Command, 7‑27

Routing Table, X.25, 8‑37

Routing, 10‑45

RPOA, 11‑35

RS530 Cable Configuration, 2‑17

RS530/RS422 Cable Configuration, 2‑21

RS530/V.35 Cable Configuration, 2‑18

RS530/X.21 Cable Configuration, 2‑20

RTS Insensitive, 11‑8

RTS, 11‑2, 11‑5

S

Screen Structure, 4‑5

Security Command Menu, 6‑21, 9‑11, 9‑12, 11‑72

Security Parameters, Configuring, 6‑21

Security State, 6‑3

Security, Levels, 4‑24

Seize Detect Command, 10‑55

Serial Interface Modules, 2‑1, 2‑10

Serial Ports, 2‑4

Server Name, 7‑39

Service Request Signal, 11‑8

Service Signal Control, 11‑18

Service Type, 7‑39

Setting Passwords, 4‑3

Setting up for Voice Networking, 10‑37

Setting up the Athena Access, 1‑6

SETUP Packet, 10‑22

Show Packets, 10‑68

Show Ports Command, 7‑12

Signature Command, 6‑21

Signing on first time, 4‑2

SIMM Polarity

changing, 2‑24

configuring, 6‑43, 6‑46

SIMMs Mounted on the Athena Access, 2‑26

Simple Network Management Protocol Agent Configuration

See SNMP Agent Configuration

Simple Network Management Protocol Command Menu, 4‑18

Single Node PVC, 6‑42

SNA/SDLC FRAD Protocol, 3‑6

SNA/SDLC QLLC Protocol, 3‑13

SNMP Agent Configuration, 4‑18

SNMP Community Internet Protocol Address, Deleting, 4‑19

SNMP Community Internet Protocol Address, Editing, 4‑19

SNMP Community

deleting, 4‑20

editing, 4‑20

SNMP Traps, Enabling, 4‑19

Socket Number, 7‑39

Software Architecture, Introduction, 3‑1

Software for Routing & Bridging, 7‑1

Software, Assigning, 4‑21

Software, Feature Summary, 3‑1

Spanning Tree Menu, 7‑11

Speed Command, 9‑15

Speed, 11‑19

SPID Command, 9‑12

Sprint Format, 11‑37

Standby State, 6‑3

Start Log, 10‑77

Startup Frame, Configuring, 8‑10

Stat Packets, 10‑76

State of, Node, 5‑1

State of, Trunk, 5‑2

Static Routes, 7‑29

creating & editing, 7‑36

removing, 7‑37

Static Services

creating & editing, 7‑38

removing, 7‑39

Station Address Learning, 7‑41

Statistics Command Menu, 7‑13, 9‑15

Statistics Physical, Command, 5‑8

Statistics Trunk, Command, 5‑9

Statistics, 5‑8, 5‑11

DLCI information, 5‑11

errors, 5‑12

interval, 5‑9

physical port, 5‑8

trunk, 5‑9

Stats Command Menu, 4‑14, 5‑8, 6‑9, 6‑17, 6‑28, 6‑33, 7‑7, 7‑30, 7‑31, 7‑35, 8‑8, 8‑12, 8‑15, 8‑22, 8‑29, 10‑66, 11‑47, 11‑48, 11‑56, 11‑76
Stats, 10‑67

Stop Bits command, 6‑20

STP State Command, 7‑13

STP Parameters Command, 7‑10

Subscriber Interface Modules, 2‑13

Summary Command, 10‑62, 10‑64

SVC, 11‑1

See also Switched Virtual Circuit

Switch Type Command, 9‑11

Switched ISDN Configuration, 9‑2

Switched Virtual Circuit, 3‑10

Switched Virtual Circuit, 8‑21

Synchronous Protocol, 2‑4, 10

Synchronous/Asynchronous Expander, 2‑7, 2‑8

System Abnormality Alarms, 5‑5, 8‑16, 11‑51

System Card, 2‑3

System Design Plan, 10‑37

System Expansion Slot, 2‑7

System Log, 5‑16

System Statistics, 5‑8

T

T1 Timeout, Configuring, 8‑11

T391 Timeout, 6‑26

T391 Timer Command, 6‑12

T392 Timeout, 6‑26

T392 Timer Command, 6‑12

Table Appearance, 8‑38

Tagging Fields for Translation, 10‑30

Tail Trunk, 8‑23

Telco, 10‑44

Telnet Access the NMP, 4‑2

Temporarily Disabling Alarms, 6‑28

Temporary Variances, 4‑23

Terminal Connection to Remote PAD, 11‑8

Terminal Port, 4‑3

The Algorithms Menu, 10‑48

The Call Processing Timer Menu, 10‑54

The Telco Menu, 10‑51

Threshold Alarm Latency, Configuring, 8‑17

Threshold Alarm Time‑base, Configuring, 8‑17

Threshold Alarms, 5‑4, 11‑49

adding, 8‑17

deleting, 8‑17

Threshold Time Base, 5‑6

Throughput Class, 11‑35

configuring, 8‑25

TIA530 Cable Configuration, 2‑17

TIA530/TIA422 Cable Configuration, 2‑21

TIA530/V.35 Cable Configuration, 2‑18

Ticks Command, 7‑37

Time Command, 4‑15

Time Disable Command, 6‑23

Time of System, Setting, 4‑15

Time Stamps, 10‑75

Time to Live Command, 7‑28

Time to Live, 7‑28
Time Zone Command, 4‑15

Time Zone, Setting, 4‑15

Timer Off Command, 10‑54

Timers Command Menu, 8‑33, 11‑73

Timers, 10‑43

Transit Delay, 11‑35

Transit Trunk, 8‑23

Transmit Gain Command, 10‑52

Troubleshooting, router connections, 7‑20

Trunk Command Menu, 6‑9

Trunk Command, 9‑12, 9‑13, 9‑14

Trunk Connection, Configuring, 8‑23

Trunk Parameters Command Menu, 6‑16

Trunk Priority, Configuring, 8‑11

Trunk Statistics, 5‑8, 5‑9

Trunk Statistics, Clearing, 5‑9

Trunk Table Command Menu, 6‑35

Trunk Table Entry

deleting, 8‑44

editing, 8‑44, 8‑46

inserting, 8‑43

Trunk Table, 6‑35, 8‑43

deleting region & node IDs, 6‑36

editing, 6‑36

Trunk Type Command, 6‑9

Trunk Type Parameters, 8‑22

Trunk Type, Configuring, 8‑23

Trunks, Configuring, 6‑43

Type Command, 8‑23

U

Unknown Location Update, 7‑42

Unpacking the Unit, 1‑6

Upgrade Command, 4‑21

Uploading & Downloading Files, 4‑27

Using FRF.11 to Save DLCI Charges, 10‑12

Using the Files Command Menu, 4‑24

V

V.11 Interface Module, 2‑10

V.24 (TIA232)/V.28 Cable Configuration, 2‑16

V.24/TIA‑232 Interface Module, 2‑10

V.24/V.28 Plug‑in, 2‑10, 2‑11, 2‑13, 2‑14, 2‑15

V.24/V.28 Slide‑in, 2‑10, 2‑11, 2‑13, 2‑14, 2‑15

V.35 Interface Module, 2‑11

VAD Hangover Command, 10‑51

VAD Mode Command, 10‑50

VAD Threshold Command, 10‑51

Variances, temporary, 4‑23

Viewing Alarms, 5‑6

Vocoder Rate Command, 10‑49

Vocoder Rate Negotiation, 10‑33

Vocoder, 10‑49, 10‑77

Voice Activity Detection (VAD), 10‑32, 10‑50

Voice Boards, 2‑13

Voice Command Menu, 10‑46

Voice Compression Techniques, 10‑32

Voice Configuration Example, 10‑94

Voice Expansion Module, 2‑8

Voice Networking, 10‑4

Voice over Frame Networking, 6‑4

Voice Ping Command, 10‑72

Voice Port Configuration, 10‑43

Voice Port Pinouts, 10‑40

Voice Port Problems, 10‑78

Voice Processing Concepts, 10‑31

Voice Protocol Concepts, 10‑12

Voice Services, 10‑5

Voice Subscriber Interface Modules, 2‑9

Voice Trace Command, 10‑73

Voice Troubleshooting, 10‑78

Voice, 10‑45

VT100 terminal, 1‑6

W

Wait Time command, 6‑20

Warble Timeout Command, 10‑55

What is Athena Access?, 1‑4

When Port Parameters Take Effect, 10‑46

Who Should Use This Guide, 1‑1

Window Size, 11‑35

configuring, 8‑9, 8‑25

Wink Detect Command, 10‑56

Wink Generation Command, 10‑56

Wink Mode Command, 10‑53

X

X.3, 11‑1, 11‑3, 11‑14

profiles, 11‑23

profiles specifications, 11‑3

X.3 Command Menu, 11‑65

X.3 Standard, 11‑14

X.21 Interface Module, 2‑11

X.25 Alarm Parameters, 8‑6

X.25 Command Menu, 8‑7

X.25 Configuration, 8‑48

X.25 Facilities

charging information, 11‑35

closed user group, 11‑35

fast select, 11‑35

network user identification, 11‑35

packet size, 11‑35

restricted response fast select, 11‑35

reverse charging, 11‑35

RPOA, 11‑35

throughput class, 11‑35

transit delay, 11‑35

window size, 11‑35

X.25 Frame & Packet Level, Overview, 8‑1

X.25 Level 2 Additional Parameters, 8‑4

X.25 Level 2 Standard Parameters, 8‑3

X.25 Level 3 Channels, 8‑5

X.25 Level 3 Retries, 8‑4

X.25 Level 3 Security Parameters, 8‑5

X.25 Level 3 Standard Parameters, 8‑4

X.25 Level 3 Timers, 8‑4

X.25 Level 3 Value Added Services, 8‑5

X.25 Level 3, 11‑1

X.25 Modules, 3‑3

X.25 over Frame Relay (XF), 8‑18

X.25 over ISDN, 8‑19, 9‑1

X.25 Parameters, 8‑8

X.25 Router Module, 3‑10

X.25 Routing Configuration, Setting Up, 8‑48

X.25 Subscription Parameters, 8‑26

X.25 Trunk Module, 3‑11

X.25, 11‑1, 11‑14

X.25, Overview of Features, 8‑7

X.28, 11‑1, 11‑14, 11‑24

dial‑out, 11‑34

X.28 Command

call(?), 11‑25, 11‑27

clear, 11‑25, 11‑28

clr, 11‑25

conventions, 11‑26

help/?, 11‑25, 11‑27

iclr, 11‑25, 11‑32

nui, 11‑34

par(?), 11‑25, 11‑31

prof(?), 11‑25, 11‑29

profile, 11‑29

reset, 11‑25, 11‑28

rpar(?), 11‑25, 11‑33

rset(?), 11‑26, 11‑33

set(?), 11‑25, 11‑32

status, 11‑25, 11‑30

X.28 messages, 11‑84

CCITT versus EDA, 11‑90, 11‑91

X.29, 11‑1, 11‑14

procedures, 11‑43

X.29 Command Menu, 11‑64

X.121, 11‑1

XID Command, 6‑22

Xmodem Get Command, 4‑27

Xmodem Put Command, 4‑27

Xmodem, 4‑27

XON/XOFF, 11‑2, 11‑17, 11‑20
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